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VENUS-E AC Coupled ESS
Data Sheet

600mm (227Tmm

* 2.5kW Multi On-grid, Plug & Play
* 5.12kWh Battery Capacity
* 2.5kW Back-up & Off-grid
* |P65 Waterproof
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T42mm

Rated Voltage 51.2V (165)

Capacity 2120Wh

Life Cycle (Times) =6000 (25°C)

Battery Type LiFePOa

DoD 90%

Curreny 60A

AC Input Power / Qutput {On Grid) _
Rated Input /Output Power 2.5kW

Operating Phase L/N/PE

Rated Grid Voltage 220V 230V

Grid Voltage Range 187V-253V

Rated Grid Frequency 50Hz / 60Hz

Rated Grid Input/Qurput Current 11.4A710.9A

Max. Input/Cutput Current 13.4A

Power Factor =0.99 (Default) /0.8 leading ~0.8 lagging (Adjustable)
THDi <3%

Back-wp(ofiGrid) . . |
Rated Off-Grid Output Power 2.0KW

Max. Apparent Output Current 2.5KvA

Max. Output Current 11.3A

Rated Cutput Voltage 220V f 230V

Rated Cutput Voliage Freq. 50Hz /60Hz

THDw (Liner Load) 3%
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Battery-AC Sude Max. Efficiency =93.5%

Powcion |

Protection Level |
Overvoltage/NVoltage Withstand Level DC I/ ACII
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Isolation Type Mon-lsolated
Operation Temperature Range -20°C~+60°C
Ralative Humidity 0-95%
Ingress Protection IP63
Cooling Strategy Matural Convection
Max. Operating Altitude 2000m

VDE 4105/0124,TOR R25, NF EN50549-10,C10/110,UNE217001/217002,NTS

On-grid Connection Standard 631,CE10-21,PETREE,PN-EN 50549-1/-2

IEC/EN 62109-1/-2,IEC/EN 61000-6-1/-2/-3-4,IEC/EN 61000-3-2/-3,EN 300
328,EN 301 485-1/-17,EN 506635,EN 62920, CB 62619, EN 30549-1

Dimension G600*742*227mm

Weight 60 +0.5kg

T

On-grid AC Connection TBD

Display LED

sSupported Communication Interface WIFI & R5485 (Waterproof aviation plug)

Regulatory/EMC

*** For jllustration purposes only
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